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518335 633GC-14 Saw Package
(w/14” Guidebar & TwinMAX-32 Chain)

518369 633GC-16 Saw Package
(w/16” Guidebar & TwinMAX-35 Chain)

633GC
Cuts reinforced concrete, masonry and stone. This is the
work-proven original and most powerful ICS gas saw with
many upgraded features including an improved starter,
improved air filtration and reinforced crankcase.

PART # Description FEATURES
• 14 or 16-inch Guidebar
• 101 cc engine
• 6.5 hp
• 28 lbs with bar and chain

571995 613GC-12 Saw Package
(w/12” Guidebar & TwinMAX-29 Chain)

514268 613GC-14 Saw Package
(w/14” Guidebar & TwinMAX-32 Chain)

613GC
Cuts concrete, masonry and stone. Most popular all-around
gas saw from ICS. Recommended for non-production cutting
jobs and occasional use.

PART # Description FEATURES
• 12 or 14-inch Guidebars
• 80 cc engine
• 5.7 hp
• Only 21 lbs with bar and chain

518750 603GC-10 Saw Package
(w/10” Guidebar & TwinMAX-25 Chain)

603GC
Cuts concrete, masonry and block. Recommended for
non-production cutting jobs and occasional use. Not
recommended for heavy rebar. Best value gas saw and
lowest replacement chain cost.

PART # Description FEATURES
• 64 cc / 4.2 hp
• 10-inch Guidebar
• 19 lbs with bar and chain

519026 RZ60C Cut-Off Saw
(Blade not included)

CUT-OFF SAW
Wet or dry cut concrete, masonry or metal. Reversible steel
blade guard and reversible 1” or 20mm arbor. Can be used
with abrasive or diamond blades.

PART # Description FEATURES
• 64 cc / 4.2 hp
• Accepts 12 or 14-inch blades
• Blade speed 5100 rpm
• 23 lbs
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PART # Description

PART # Description

Insist on genuine ICS brand diamond chains and you can be assured of the latest innovation, highest quality, performance and safety.

GUIDEBARS

517689 10-Inch Guidebar (fits 603GC)
Accepts 25 Segment Diamond Chains

71395 12-Inch Guidebar (fits 613GC)
Accepts 29 Segment Diamond Chains

513122 14-Inch Guidebar (fits 613GC)
73600 14-Inch Guidebar (fits 633GC)

Accepts 32 Segment Diamond Chains
71600 16-Inch Guidebar (fits 633GC)

Accepts 35 Segment Diamond Chains

71493 TwinMAX-25

517869 TwinMAX-25 Plus

71640 TwinMAX-25 Abrasive

71400 TwinMAX-29

71704 TwinMAX-29 Plus

71554 TwinMAX-29 Abrasive

71486 TwinMAX-32

71705 TwinMAX-32 Plus

71610 TwinMAX-32 Abrasive

71607 TwinMAX-35

71706 TwinMAX-35 Plus

71611 TwinMAX-35 Abrasive

DIAMOND CHAINS - MAX SERIES
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WOBBLINGS
CAUSES:
Blade is mounted on a damaged or worn M/C. Blade is not tensioned properly. Blade runs at improper speed.
Blade is bent as a result of twisting.

OUT-OF-ROUND BLADE
CAUSES:
Shaft bearings are worn. Engine is not properly turned, causing surges in blade rotation. Blade arbor hole is
damaged from mismounting.

ARBOR OUT-OF-ROUND
CAUSES:
Blade collar is not properly tightened, permitting blade rotation or vibration on the shaft. Worn, bent or dirty
flange which do not allow proper blade clamping.

LOSS OF TENSION
CAUSES:
Steel center has been overheating as a result of blade spinning on the arbor or from rubbing the side of material
being cut. Unequal pressure at blade clamping collars. Improper blade specification: blade is too hard for material
being cut.

UNEVEN SEGMENT WEAR
CAUSES:
Insufficient water, generally on one side of the blade which reduces side clearance. Equipment defects which
cause the segments to wear unevenly. Saw head is misaligned.

CRACKS IN STEEL CENTER
CAUSES:
Blade wobbles in cut as a result of loss of blade tension.
Bond is too hard for material being cut.

BLADE WILL NOT CUT
CAUSES:
Bond is too hard for material being cut.
Blade has become dull as a result of being used on material that is too hard.

SEGMENT CRACKS
CAUSES:
Bond is too hard for material being cut.

LOSS OF SEGMENT
CAUSES:
Material is not firmly secured. Overheating due to insufficient water. Steel center is worn from undercutting.
Defective blade collars are setting blade out of alignment. Blade is too hard for material being cut. Blade is cutting
out-of-round, causing a fluttering motion. Improper blade tension.

UNDERCUTTING
CAUSES:
Gradual abrasion of steel center due to highly abrasive fines generated during cutting.
CAUTION: - Wear-retardant cores are not always the solution to avoid undercutting. Always provide an adequate amount
of water to the steel center area immediately adjacent to the segment. This is especially important for deep cuts.
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CORPORATE HEADQUARTERS
588 Lakeview Parkwy, Vernon Hills, IL 60061

847-229-7970

REGIONAL OFFICE
6370 E. Thomas, Suite 340, Scottsdale, AZ 85251

OPERATING SPEED
Recommended Operating Speeds

Blade Diameter Optimum Operating Speed (rpm's) Maximum Operating Speed (rpm's)

4" 9072 15000
4.5" 8063 13300
6" 6048 12000
7" 5184 10185
8" 4536 8730
9" 4032 6790
10" 3629 6115
12" 3024 5095

12" (h/s) 6300
14" 2592 4365

14" (h/s) 5400
16" 2268 3820

16" (h/s) 4300
18" 2016 3395
20" 1814 3055
24" 1512 2550
26" 1396 2350
30" 1210 2040
36" 1008 1700

AVERAGE CUTTING DEPTH
Road Saw Masonry/Hand-held Tile Saw Wall Saw

Dia Depth Dia Depth Dia Depth Dia Depth
12" 3-5/8" 12" 4" 6" 2" 18" 6"
14" 4-5/8" 14" 5" 7" 2" 24" 9"
16" 5-5/8" 16" 6" 8" 2" 30" 11"
18" 6-5/8" 18" 7" 10" 4" 36" 14"
20" 7-5/8" 20" 8" 42" 17"
24" 9-5/8" 48" 20"
26" 10-5/8"
30" 12-5/8"
36" 14-5/8"
42" 17-5/8"
48" 19-5/8"

CUSTOMER SERVICE POLICY
Diamond Blade Warehouse warrants all products against
defects in workmanship or materials. The responsibility of
Diamond Blade Warehouse under this warranty is limited
to replacement or repair of defective parts at Diamond
Blade Warehouse's factory in Buffalo Grove, Illinois.

In no event shall Diamond Blade Warehouse be liable for
consequential or incidental damages arising out of the
failure of any product to operate properly. This warranty
does not cover normal wear or damages resulting from
operator abuse or misuse.

This warranty is in lieu of all other warranties, expressed
or implied, and all other warranties are hereby disclaimed.

The Source for Diamond Blades, Call us and Compare!
1-800-325-2337.

RETURN POLICY
All returns must be within 30 days of original purchase
date and are subject to a 15% restocking fee. Returned
products must be unused and returned with the original
packaging. No return products will be accepted with
missing parts or accessories.

All defective products will be reviewed for manufactur-
ing defects and credit or replacement will be applied to
products that are deemed defective. Products that have
been worn or misused will not be credited. Special order
items are non-returnable.

If a return is necessary, please call 1-800-325-2337 and
request an RMA (Return Merchandise Authorization)
Number from our customer services department. Please
print this number on the box or packaging slip to ensure
proper credit along with an explanation of the problem
with the product. Diamond Blade Warehouse is not
responsible for goods returned without an RMA
Number. An invoice and purchase date must accompany
any returned goods.

Any discrepancies with quantities of items received must
be made within 7 days after signing for package.




